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Operating Modes

• Automatic Mode
In Automatic mode, if a failure is de-
tected in the on-line converter, the
standby converter is switched on-line;
switchover is accomplished in 100 milli-
seconds. The unit will not switch to a
defective converter.

• Manual Mode
The converters can also be manually
switched from the front panel or re-
motely. In Manual mode, automatic
switching will not occur upon fault detec-
tion, although the monitor and alarm
circuits still function.

Local or Remote Control
The system includes provision for re-

mote status monitoring and operation.
Typical uses are for sending status infor-
mation to a centralized monitor and con-
trol system or for remotely controlling the
system from a nearby building. All of the
Local front panel features can be remotely
controlled and monitored (except for the
Remote/Local switch). In Remote mode,
the front panel switches and pushbuttons
are inoperative, but the indicators continue
to reflect the current operating state of the
system. Remote status outputs are Form
‘C’ dry relay contacts capable of switching
up to 100 Vdc at 0.5 A. Remote control
inputs are optoisolator coupled for noise
and common mode ground loop rejection.

Front and Rear Panels
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OTHER VertexRSI PRODUCTS
• Low Noise Amplifiers and LNA Systems
• Solid-State Power Amplifiers and

SSPA Systems
• General Purpose Converters
• Satellite Communications Equipment
• Custom Subsystems

Part Number/Ordering Information

BDC Model Number:       BDC-12000      
(See BDC-12000 Series specification sheet.)

Option 2: Offline I/O
Option 5: Remote panel

BRK-1101-
Assigned by factory
at time of order.


